BHL: 

Feb 19 2007

· Phase A: Install 1 Scribe machine (within 2-3 weeks) [urgent]
· Phase B: Install 4 or 5 more machines – probably by Autumn 07, giving a few months to do necessary works

Phyiscal requirements

· Appx 500sq feet (100sq ft per machine) with flooring of sufficient strength to support the whole unit and staff. Possibly location for pod, Map Room (The floor directly below houses rare library materials in corrals) 
· First machine (Phase A) to be in “other” location to allow for preparation of Map Room (if chosen). Several possible locations in NE Tower, but needs to be near the materials if possible.
· Doors wide enough for rolling the Scribes in (36 inches wide by 78 inches high). Route from van to location
NB/ Dimensions of Scribe: 68 inches long x 42 inches wide x 86 inches high- we can remove a monitor to make the width abit less. (re-measured – only 78.5” high x 32 x 59).
Environment

· Air cooling to handle 600 watts heat output per Scribe. (3,000 watts for the 5 machine pod)
· For Map Room, can we shield some of the light from the glass roofing?
Power

· 6 amps per Scribes x 5 for a total of 30 amps [4 sockets per machine??]. Additional space and power for gateway PC and switch will also be required, as well as other general office equipment used. 
· Initially 6 amps 4 sockets.
Network requirements:

· Port access: –2 data ports and IP addresses for each Scribe plus spares (typically ask for 15 static IP addresses) [10 ports]. 
